CONG TY CO PHAN DAY CAP DIEN VIET NAM
VIETNAM ELECTRIC CABLE CORPORATION
www.cadivi.com.vn
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") ong ty C& phan Day Cap Dién Viét Nam co tén
~ thudng mai la CADIVI thudéc Téng Céng ty C8
) Phan Thiét bi Dién Viét Nam (GELEX); la doanh

nghiép chuyén san xudt cac loai day va cap dién phuc
vu rdng rai cac nganh kinh t€ quéc dan ciing nhu céc
nhu cdu sl dung dién trong sinh hoat thuéng ngay va
cho xudt khdu. San phdm day va cép dién mang nhan
hiéu CADIVI dat trinh d chat lugng cao. CADIVI ¢6 quan
hé véi nhiéu hang san xuét kinh doanh day, cap dién va
tap doan kinh té trén thé gidi. CADIVI la thanh vién chinh
thic cla Hiép Hoi Cac nha san xudt Thiét bj va Day Cap
Dién Quéc T& (INTERCABLE). CADIVI da dudc cap gidy
chifng nhan Hé théng quan Iy chét lugng qudc té I1ISO
9001:2008. CADIVI lubn chu trong vé chét lugng, kiéu
dang, gia thanh s&n phdm va c6 kha nang dap (ing mot
cach nhanh nhat, t6t nhdt moi yéu cau clia Quy khach.

Quy khéch sé an tam khi sif dung san pham CADIVI:
DAN BIEN TOT - CACH PIEN AN TOAN -

CADIVI xin chan thanh cam on Quy khach hang da tin dung
san phdm CADIVI trong nhiéu nam qua. CADIVI lubn san
sang ghi nhan nhiing y kién déng gop cda Quy khédch hang
trén tinh than hop tac va xay dung dé cung phat trién.

stock Enterprise belonging to Vietnam Electrical

Egquipment Joint Stock Corporation (GELEX).
CADIVI specializes in producing various kinds of electric
wires and cables fo supply in National Economy as well
as daily consumption of electric power and for export.
Products with CADIVI trade-mark have reached the high
quality level. CADIVI has business relations with many
Wire and Cable Manufactures, Trading and Economic
Groups in the World. CADIVI is an Official Member of the
International Cable Makers & Cable Equipment Producers
Association (INTERCABLE). CADIVI has been certified
with ISO 9001:2008. CADIVI always has great concerns
in quality, models, cost of products and has the capability
to meet all customers’ requirements in the fastest and
most satisfying manner.

7 / letnam Electric Cable Corporation is a Joint-

It is safe for clients to use CADIVI's products:
GOOD CONDUCT ELECTRICITY -
SAFETY IN INSULATION - SAVING ELECTRICITY

Thank you very much for using CADIVI's products in
last many years. CADIVI is ready to receive contributed
ideas from customers on the spirit of co-operation

and build up for development.

HE THONG CCV LINES-TROESTER (P(FC) SAN XUAT CAP TRUNG THE
CCV lines-TROETER (Made in Germany) for the production of MV Cables

Ong CV va éng lam ngudi Ong CV va b tich lay Déu boc 3 Iop; thit bj do va kiém soat bé day boc (3 lép),
CV tube and cooling tube CV tube and accumulator dd dbng tam, dudng kinh, 4§ oval - higu SIKORA.
Tnple-fayer head, X-ray ing and control systems for wall
thickness (3 layers), y, di : ovallity - SIKORA.
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Vietnam Value,

CHAT LUGNG SAN PHAM TOT LA NEN TANG CHO SU TON TAI VA PHAT TRIEN CUA CADIVI  The high quality of produts is the stable and development foundation of CADIVI




DAY DIEN DAN DUNG

Day doi mém, day don céc loai

- Cach dign PVC, vd PVC

- Rudt ddn: Bing d6ng mém theo TCVN 6612 (IEC 60228) gbm:
+ Cdp 1: 1 sl don
+ C&p 2: Rudt xon déng tam
+ Cdp 5: GAm nhiéu sgi nhd xodn lal véi nhau

- Cdp dign 4p d&n va bing 450 / 750V

Diing d& thigt tri dubng dién chinh trong cc can hd

TCSX: TCVN 6610 (IEC 60227)

DAY VA CAP DIEN LUC HA THE

Diing cho hé théing phan phdi dién ha thé

- Cdp dién ap: dén va bing 0.6 / 1kV

- S8 1ai: 1, 2, 3, 4. - Rudt dan: ddng / nhdm

- Mat cdt danh dinh: 1,5 d&n 800mm2. - C4ch dign: PVC / XLPE

- Gidp bao v&: Khdng co/co gidp bdo vé (DATA, DSTA, AWA hodc SWA)
- V6: Khong co/cé vé (PVC / HDPE)

- C4p chiju nhit: 70°C (PVC) / 90°C (XLPE)

TCSX: IEC 60502-1

CAP DIEN LYC CHAM CHAY, CHONG CHAY
HA THE, iT KHOI,KHONG HALOGEN

Diing cho h§ théng phan phdi dign ha thé. Diing cho céc ga dign
ngdm, khu thuong mai, san bay...

- Cdp dién ap; dén va bing 0,6 / 1kV. - 86 I6i: 1,2,3.4

- Rudt ddn: déng mém

- Vat liu chBng chay (ding cho cdp chdng chdy): bang mica

- Mat cét danh dinh: 1,5 d&n 800mme. - Cach dién: XLPE

- Gidp bdo v&: Khdng cd / c6 gidp bio vé (DATA, DSTA, AWA hoic SWA)
- Vb: PVC cham chdy / LSHF. - C4p chiu nhigt: 90°C

TCSX: IEC 60502-1

CAP DIEN LUC TRUNG THE

Ding cho hé thdng phan phi dién trung thé

- Cap dign &p d&n 36kV

- SO fi: 1 & 3; - Rudt ddn: déng / nhdm

- Mat cét danh dinh: 25 dén 630mm’. - Cach dign: XLPE

- Gidp bdo vé: Khong cd / cd gidp bao vé (DATA, DSTA, AWA hodc SWA)
- V6: PVC / HDPE; - Cdp chiu nhigt: 90°C

TCSX: IEC 60502-2

Rudt din dign (Conauctor)

gandind@n (Samconductor)

— Chch@dn (lnsuliton)

—Béndin didn (Samiconductor)

Gilip kim logi  (swintion screenng Metai)
— Lot ddy (Fler)

Bang lién ket (Binger ape)

CAP BIEU KHIEN

Ding 08 truyén tin higu diéu khidn dén cac thidt bj dién
- Cdp dign ap: 0,6 / 1kV. - S8 rupt: 2 = 30

- Rudt dn: ddng. - Mat cdt danh dinh; 0,5 + 22mm>

- Céch dién: PVC / XLPE. - V& PVC / HDPE

- Co man chdn bing bang déng hoac Iubi sgi déng bén
- C4p chiu nhigt 70°C (PVC) / 90°C (XLPE)

TCSX: IEC 60502-1, IEC 60228

DAY TRAN

Diing cho dubing day truyén tai trén khéng

- Day dbng trdn xodn (C); Mat ct danh dinh rudt din d&n 1000mm®

- Day nhdm trén xodn (A): Mat cit danh dinh rut dan dén 1000mm?

- Day nhom I6i thép (As): Mat cdt danh dinh tir 10 /1,8 - 1250 /
101,8mm? (mat cdt phdn nhdm/ mat cit phdn thép)
DAy nhém Ioi thép cd phi ma trung tinh chju nhiét As/MZ ding
cho cdc mién khong khi cé ham lugng mudi cao

TCSX: IEC 61089, ASTM B232, TCVN 6483-1999

FRudt diin dibn (Conguctor)
Bén dlin dién {Semconduc
Céch gign
Ban dlin didn (Semionductr)
Giap lam gl (Inseiation

Vo ngoai

Building wires

Single-core non-sheath cables, flexible cords

- Insulation and sheath: PVC

- Conductor: Annealed copper according to TCYN 6612 (IEC 60228) consists of:
+ Class 1: Solid conductor
+ Class 2: Concentric lay-stranded conductor
+ Class 5: Bunch-stranded conductor

- Rated voltages up to and including: 450 / 750V

For house applications and building wiring

Standards: TCVN 6610 (IEC 60227)

Low Voltage Power Cables

For Low Voltage Power distribution systems

- Rated voltages up to and including: 0.6 / 1kV

- Number of cores: 1, 2, 3, 4. - Conductor: copper / aluminum

- Nominal area: 1.5 to 800mm?. - Insulation: PVC / XLPE

- Amouring: Unamoured / amoured (DATA, DSTA, AWA or SWA)
- Sheath: Unsheathed / Sheathed (PVC / HDPE)

- Maximum operating temperature: 70°C (PVC) / 90°C (XLPE)
Standards: IEC 60502-1

Flame retardant, Fire resistant, Low Smoke,
Free Halogen (LSHF), Low Voltage Power Cables

For Low Voltage Power distribution systems. Used in sub-way stations,

commercial centers, air ports etc..

- Rated voltages up to and including: 0,6 / 1kV. - Number of cores: 1,2.3,4
- Conductor: annealed copper

- Fire barrier material for fire resistance cables: Mica tapes

- Nominal area: 1.5 to 800mm®. - Insulation;: XLPE

- Armouring: Unarmoured / Armoured (DATA, DSTA, AWA or SWA).

- Sheath: Flame retardant PVC / LSHF. - Maximum operating temperature: 90C

Standards: IEC 60502-1

Medium Voltage Power Cables

For Medium Voltage Power distribution systems

- Rated voltages up 36kV

- Number of cores: 1 & 3; - Conductor: copper / aluminum

- Nominal area: 25 to 630mm? - Insulation: XLPE

- Amouring: Unamoured / amoured (DATA, DSTA, AWA or SWA)
- Sheath: PVC/HDPE. - Maximum operating temperature; 90°C
Standards: IEC 60502-2

Ban din dién (Semiconductor)
{Insutstion)

ic)
(Outar shaatn)

- Bang n ket (Binder tape)
. — Lot ddy (Files)
Cip3iai .
™ cable Vongod  (Outr sheath)

Control cable

This cable is used for control circuit

- Voltage rating: 0,6 / 1kV. - Number of cores: 2 = 30

- Conductor: Copper. - Nominal area: 0,5 < 22mm*

- Insulation: PVC/XLPE. - Sheath: PVC/HDPE

- Screen: copper tape or copper braiding

- Maximum operating temperature: 70°C (PVC) / 90°C (XLPE)
Standards: IEC 60502-1, IEC 60228

Bare Overhead Conductors

Used for overhead transmission lines

- All stranded copper conductors (C): Nominal cross sectional area
of conductor up to 1000mm?

- All stranded aluminium conductors (A): Nominal cross sectional
area of conductor up to 1000mm?

- Aluminium conductors steel reinforced (As): Nominal cross
sectional area 10 / 1,8 - 1250 / 101,8mm?

Standards: IEC 61089, ASTM B232, TCVN 6483-1999
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LOI iCH CUA KHACH HANG LA LI iCH CUA CADIVI

ADIVI

Benefits of our customers are our own benefits




CHAT LUONG SAN PHAM m’?’ Lﬁéu TANG CHO SU TN T wh

CAP PIEN KE (MULLER)

Diing dé dén dién tir dudng ddy vao ddng hd dién cia cac hd tidu
thy. Co 16p giap kim logi chéng trdm dién

- Cdp dign ap: D&n va bing 0,6 / 1kV

- 86 16i: 1. 2, 3. 4;

- Rugt dan: déng mém

- Mat cdt danh dinh: 1,5 d&n 50mm?

- Cdch dién: PVC. - Va: PVC

- Cdp chiu nhigt; 70°C

TCSX: IEC 60502-1

CAP VAN XOAN HA AP (LV-ABC)
- Rudt dan: Nhom xodn ép chat

-S6 ruot: 2, 3, 4

- Mét cét danh dinh: 16 - 150mm’

- Cap dién ap: 06/ 1 kV

- Cach dign: XLPE

- Cdp chju nhigt: 90°C

Gom cac loai: ty chiu lyc, day trung tinh chiu Ivc,
hodc c6 day treo bing thép.

CADIVI ¢d khd ndng cung cap phu kign dudng ddy cdp
van xodn LV-ABC.

TCSX: TCVN 6447-1998, AS 3560

CAP VAN XOAN TRUNG THE (MV-ABC)

Ding cho hg thdng phdn phai dign trung the

- Cdp dién &p d&n 36kV

- S8 Idi: 3 I6i dugc xodn Igi véi nhaw, c6 hodc khong cd
spi cdp treo chiu lyc. - Rudt ddn: Nhom

- Mat cdt tir; 35 = 185 mm?,

- Cach dién: XLPE

- Vd: HDPE / PVC.

- Cdp chiu nhiét: 90°C

TCSX: AS/NZS 3599-1 : 2003

CAP MULTIPLEX

Diing cho hg thGng phan phdi dién ha thé

- Cdp dién &p: DEn va bing 0,6 / 1kV

- S0 [6i: 02 16i (Cap Duplex), 03 1di (Cap Triplex),
04 151 (Cap Quadruplex)

- Rudt dan: Bng / Nhom

- Mat cdt danh dinh: 4 d&n 70mm?

- Cach dién: PVC / XLPE

- Cdp chju nhigt: 70°C (PVC)/ 90°C (XLPE)

TCSX: IEC 60502-1

CAP DIEN LUC HA THE - RUOT DAN RE QUAT

Diing cho hé thding phan phdi dign ha thé

- Cdp dién ap: dén va béing 0.6 / 1KV

-S816i: 1, 2.3, 4

- Rugt ddn: déng / nhdm

- Mat cat danh dinh: 1,5 d&n 400 mm?

- Cach dién; PVC / XLPE

- Gidp bao v&: Khong cb / cb gidp bao vé
(DATA, DSTA, AWA hoac SWA)

- V&: Khdng cé/cé vd (PVC / HDPE)

- Cdp chju nhit: 70°C (PVC) / 80°C (XLPE),

TCSX: IEC 60502-1

DAY CAP DONG TRUC

(Loai S-4C-FB, Loai S-5C-FB, Loai S-7C-FB)
La logi day chuyén dung, ding d€ truydn tin higu Television.
tﬂnsdtiIQOMqu-ZﬁDMHZ.UGMBMD'nm

cac thiét bj thu nhan tin higu t v tinh, camera truyén hinh

cép chdt lugng cao..

TCSX: Tiéu chudn Nhat Ban JIS € 3502 JiS C 3182 JS C 3152
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Service Entrance Cables

For transmitting the power of the Utility companies from service
entrance head to meter. There is a metallic tape armoured for anti
electrical thefts.

- Rated voltages up to and including: 0.6 / 1kV

- Number of cores: 1, 2, 3, 4

- Conductor: annealed copper

- Nominal area: 1.5 to 50 mm= - Insulation; PVC

- Sheath: PVC. - Maximum operating temperature: 70°C
Standards: IEC 60502-1

Low Voltage Aerial Bundled Cables (LV-ABC)

- Conductor: compact round concentric-lay stranded
aluminium conductor

- Number of cores: 2, 3, 4

- Nominal area: 16 - 150mm?

- Voltage rating: 0.6 / 1kV

- Insulation: XLPE

- Maximum operating temperature: 90°C

Consist of: self-supported, neutral supported and

steel wire messenger.

CADIV! has the ability to provide LV-ABC accessories.

Standards: TCVN 6447-1998, AS 3560

Medium Voltage Aerial Bundled Cables (MV-ABC)
For Medium Voltage Power distribution systems

- Voltage rating: up to 36kV

- Number of cores: 3 lay-stranded cores, with / without messenger

- Conductor: Aluminum

- Nominal area: 35 = 185 mm?

- Insulation: XLPE

- Sheath: HDPE / PVC

- Maximum operating temperture: 90°C

Standards: AS/NZS 3599-1 - 2003

Multiplex Cable
For Low Voltage Power distribution systems
- Rated voltages up to and including: 0.6 / 1kV
- Number of cores: 02 cores (Duplex), 03 cores (Triplex),
04 cores (Quadruplex)
- Conductor: copper / aluminum
- Nominal area: 4 to 70mm?*
- Insulation: PVC / XLPE
- Maximum operating temperture: 70°C (PVC) / 90°C (XLPE)
Standards: IEC 60502-1

Low Voltage Power Cables-sector Conductors
For Low Voltage Power distribution systems
- Rated voltages up to and including: 0,6 / 1kV
- Number of cores: 1, 2, 3, 4
- Conductor: copper/aluminum,
- Nominal area: 1.5 to 400 mm?.
- Insulation: PVC / XLPE.
- Amouring: Unamoured / amoured
(DATA, DSTA. AWA or SWA).
- Sheath: Unsheathed / Sheathed (PVC / HDPE).
- Maximum operating temperature: 70°C (PVC) / 90°C (XLPE),
Standards: |EC 60502-1

Coaxial cable

(Type S-4C-FB, S-5C-FB, S-7C-FB)

This coaxial cable with charateristic impedance 75Q for
connection between receivers of television including satellite
broadcasting service and associated equipments.The service
frequency is 90 MHz to 2150 MHz.

Standards: JIS C 3502; JIS C 3102; JIS C 3152

DIVI

o padacts & e stable and development foundation of CADIVI



B

e

CAP DIEN THOAI TRONG NHA
Tiéu chudin 4p dyng: TCVN 8238:2009
Dung lugng cdp: 1 <20 x2 x 0.4; 0.5

5. Diy téch vd / Rip cont
6. V3 PVC / PYC sheath

DAY DIEN DUNG TRONG XE O TO & XE GAN MAY
Harness Wire (AVSS, AVS, CAVS)

L2 logi ddy chuyén dyng, ding dé din dién trong xe 6 10 & xe gin
méy. Dic diém loai day nay 12 c6 tinh chiu nhigt 40 cao, khéng
ddu, khong chi (theo chudn chdu Au RoHS) phis hgp phuc vu cho
nganh 0 t6, xe gdn méy.

TCSX Tigu chudn Nhat Ban JIS € 3102; JIS € 3152; JASO D 611,

CAP XUAT KHAU

- Can Landscape, Power Cord, Pump, UF...

- Cap vain xodn trung the (MV ABC), ha thé (LV ABC)
- Cap dién Iyc trung th&

- Ddy va cap dién ha thé, chdng chay cic loai

- Ddy nhdm trdn, ddy dan dyng...

TCSX: UL 1581, UL 83, UL 62. IEC 60502, AS 3560...

DAY TRANG MEN

Indoor Telephone Cable
Standard Compliance: TCYN 8238:2009
Number of pairs: 1 - 20x 2 x 04; 05

1. Rudt diin bling s3l 8éng don / Sak copps conductor
2. Céch dién PE 83c hode

] Solid PE or

3. Bang Mylar (tiy chon) 7 Catve core wrapped with pofysstor tape (option]
4. Bang quiin nham-Polyester chiing nhily / Catie core seped with A0f shetsng S

Automotive Cable
Type: AVS, AVSS, CAVS

These are PVC insulated low-tension cables for automobiles.
Material is lead-free PVC (according to RoHS), heat resistance,
and oil resistance.

Standards: JIS € 3102; JIS C 3152; JASO D 611

Cables for Export

- Cables: Landscape, Power Cord, Pump, UF...

- MV ABC, LV ABC

- MV cables

- LV power cables, fire resistant cables

- All stranded aluminum conductors, building wires...
Standards: UL 1581, UL 83, UL 62, IEC 60502, AS 3560...

Enamelled Wire

' Loal day ’ Single coated ' |
1 1dp men phi PR TEW | PEW | EW | AW L maled wir PVF | UEW | PEW | EW | AW

- — 4 1
105 | 155 | 130 | 180 | 200 : 105 | 155 | 130 | 180 | 200
| Gl chiuthiet (0) | (10) | (180) | (158) | (200) | (2o0) | | Thermal index (0) | iy | (180) | (155) | (200) | (220)
Logi day PU | PE/ | PE/ | PEAV | PEV | | Double coated PW | PE/ | PE/ | PEAV | PEV
2 16p men phi PAW | PAW | AW | AW | AW | | enamelled wire PAW | PAW | AW | AW | AW

; 130 200 130 200

Cdp chiu nhigt (0) | (o | 180 | oo | 220 20 [ | Thommalindex () | ig5) | 180 | pgy | 20 | 220

TCSX: MSINEMA-IMO. IEC-&MIZ JIS-3202, TCVN-7675

DAY PONG CHU NHAT BOC GIAY CACH DIEN
Day d6ng chl nhat duoc sdn xuit cdc loal cling, nita cimg, U mém
ding dé qu&n cc loai dong co dign, bin thé dién, khi cu dign
cong suat lan.

TCSX: TCVN 7675-27:2008 I %
1 /%

- b :

Standards: ANSI/NEMA-1000, IEC-60317, JIS-3202, TCVN-7675

Paper Covered Rectangular Copper Wires
Rectangular copper wire: hard, semi-hard, annealed to be used for
motors, transformers, electric devives with high capacity.
Standards: TCVN 7675-27:2008

' Day chif nhat
. Kich thude danh dinh

BE day a
0,5 - 12mm

Bé rong b
1.6 - 20mm

KHI CY DIEN VA PHU KIEN

- Céc logi cdu dao 2, 3 pha, cdu dao ddo chidu

- Ong lun day dién, 6ng ludn cing, Bng ldn dan héi
- Phy kign 6ng Iufn._

- Hat nhya PVC diing cho ddy va cdp dign

TCSX: BS EN 61386, TCVN 6480-1:1999

Electric devices and accessories
- 2F, 3F closing switch, revesal closing switch
- PVC conduits: Rigid and flexible conduits

- Accessories of conduits

- PVC compounds for electric wires and cables
Standards: BS EN 61386, TCVN 6480-1:1999

CADIVI c6 thé san xuét céc loai sdn pham cé kich thuéc theo yéu ciu clia Quy khach
CADIVI can produce all sizes of electric wires and cables as required by customers

SAN PHAM DAY VA CAP DIEN CADIVI DAT TIEU CHUAN TCVN; DU'QO'C SAN XUAT VA

KIEM TRA THEO CAC TIEU CHUAN QUOC TE THONG DUNG: JIS, ASTM, BS, IEC...
CADIVI's electric wires and cables get the Vietnamese standard (TCVN), these products are manufactured
and tested on the international standards: JIS, ASTM. BS, IEC

Vietnam,Vohie)

THOA MAN KHACH HANG LA MUC TIEU CUA CADIVI

CADIVI

Cuslomer’s salisiaction is CADIVI's objective
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CONG TY CO PHAN DAY CAP PIEN VIET NAM

VIETNAM ELECTRIC CABLE CORPORATION

Tru sd: 70-72 Nam Ky Khai Nghia, Quén 1, TR.HB Chi Minh, Viét Nam
Head office: 70-72 Nam Ky Khoi Nghia St., District 1, HCM City, Vietnam
Tel: (84.8) 3 8292971 - 3 8292972 Fax: (84.8) 3 8299437 Email: cadivi@cadivi.com.vn
Website: www.cadivi.com.vn / www.cadivi.vn / www.cadivi-vn.com

0 88 AWARDED THE TITLE OF LABOUR HERO

CAC BON V| TRYC THUQC

= CONG TY TNHH MOT THANH VIEN CADIVI oONG NAI
Bia chi- Dudng 3 1, KCN Long Thanh, x& Tom An, huyén Long Thanh, Dang Nai
DT: (061) 3514128 Fax: (061) 3514120
» Xi NGHIEP THANH MY
Dia chi: Budng 56 1, Khu Cang Nghiép Bién Hoa 1, Bang Nai
DT: (061) 3836 165- 3836 187 Fax: (061) 3836 444
= Xi NGHIEP LONG BIEN
Dia chi: Dudng s6 1, Khu Cong Nghigp Bién Hoa 1, Biang Nai
BT: (061) 3 836 200- 3836 531 Fax: (061) 3 836 452
® Xi NGHIEP TAN A

Djo chi: 209 Kinh Dudng Vuang, P. 12, 0.6, TP-H(M
PT:(08) 38776 104 - 38752049  Fox: (08) 38 754 188

«Cd sé 1
Dia chi: 653 Au Cd, P.Hoa Thonh, Q.Tan Pho, TP.HCM
DT (08) 38 495 944  Fax: (08) 38 600 833,

«Cdsd 2
Dia chi: 16 L Van Chi, P.Linh Trung, 0.Thu Duc, TP.HM
DT: (08) 38 974 566  Fax: (08) 38 966 507

+» Cd sd Tan Pha Trung

Dia chi: L6 €24, dudng N7, KCN Tan Phis Trung, xa Tan Phi Trung, Huyén i Chi, TP.HCM
DT: (08) 37 966 937  Fax: (08) 37 966 932

® CHI NHANH MIEN BAC
Dia chi: 56 52 L Doi Hanh, P. Lé Doi Hanh, 0. Hai Ba Trang, TP. Ha Ni
DT: (04) 37 346 846 Fax: (04) 37 346 813

® CHI NHANH MIEN TRUNG
Dia chi- Budng s 2, Khu Cing Nghiép Hoo Cam, Q.Cam L, TP.Da Nang
DT:(0511) 3611627 Fox: (0511) 3611647
= NHA MAY DAY CAP DIEN CADIVI TAI MIEN TRUNG
Bia chi: Duding 53 2, Khu Cang Nghiép Hoa Cam, 0.G3m L§, TP-Da Nang
DT: (0511) 3611 627 Fax: (0511) 3611 647

/P80
A PACHC TUALTTY ORGANGA TN
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International Asia Pacific

Quality Award

WORLD CLASS

2009 Cycle
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VIETNAM ELECTRIC CABLE CORP. (CADIVI)
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Members of CADIVI

= (ADIVI DONGNAI CO., LTD.
Add: Street No.1, Long Thanh Industriol Zone, Tam An Ward, Long Thanh Dist., Dong Noi Province.
Tel: (061) 3514 128 Fax: (061) 3514120

m  THANH MY FACTORY (CADIVI-THAMYCO)
Add: Street No. 1, Bien Hoa 1 Industrial Zone, Dong Noi Province.
Tel: (061) 3836 165- 3836 187 Fax: (061) 3 836 444

= LONG BIEN FACTORY (CADIVI-VIDICO)
Add: Sreet No. 1, Bien Hoa 1 Industriol Zone, Dong Nai Provinc.
Tel: (061) 3836 200- 3836 531 Fox: (061) 3836 452

m  TAN A FACTORY (CADIVI-SUNAWICA)
Add: 209 Kinh Duong Vuong St., Ward 12, District 6, HCM City
Tel: (08) 38 776 104 - 38 752049  Fax: (08) 38754 188

» Subsidiary |
Add: 653 Au Co St., Hoa Thanh Ward, Ton Phu Dist., HCM ity
Tel: (08) 38 495944  Fox: (08) 38 600 833

« Subsidiary 2
Add: 16 L Von Chi St., Linh Trung Ward, Thu Duc Dist., HCM City
Tel: (08) 38 974 566  Fax: (08) 38 966 507

» Subsidiary Tan Phu Trung
Add: lot C2-4, N7 ¢, Tan Phu Trung Industrial Zone, Tan Phu Trung Ward, Cu Chi Dist,, HCOM Gty
Tel: (08) 37 966 937  Fax: (08) 37 966 932

= NORTHERN BRANCH
Add: No. 52 Le Dai Hanh St., Le Dai Hanh Ward, Hoi Ba Trung Dist., Ha Noi City
Tel: (04) 37 346 846 Fox: (04) 37 346 813

m  (ENTRAL BRANCH
Add: Street No. 2, Hoa Cam Industrial Zone, Cam Le Dist,, Da Nang City

Tel: (0511) 3 611 627 Fox: (0511) 3611 647

m  (ENTRAL AREA FACTORY
Add: Street No. 2, Hoa Cam Industrial Zone, Cam Le Dist., Da Nang City
Tel: (0511) 3611 627 Fax: (0511) 3 611 647




